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PRODUCT INFORMATION
8-PEG MOBILE LEADED APRON RACK

SPECIFICATION 

SIZE: 28” W x 28” L x 6” D

WEIGHT: 384 oz 

LEAD APRON CAPACITY: 8

MATERIAL: Aluminum

COLOR: White

FEATURES: Mobile, 5-Leg Caster Base, Solid, Stable

The 8-Peg Mobile Leaded Apron Rack is an apron hanger that stores and transports up to 8 lead aprons. This 
Phillips Safety product is a solid aluminum rack that offers sturdiness and stability. Featuring a caster-equipped 
base with 5 legs, it can be quickly moved out of the way when space is at a premium.
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PRODUCT INFORMATION
MOBILE MULTIPLE APRON HANGER WITH 10 SWING 

SPECIFICATION 

SIZE: 20” W x 49.5” H x 24” D

WEIGHT: 60 lb 

LEAD APRON CAPACITY: 10

MATERIAL: Aluminum

COLOR: White

FEATURES: Mobile, Stable, Sturdy Base, 

Arms Extend a maximum of 22.5” in depth

The Mobile Multiple Apron Hanger with 10 Swing Arms is an apron rack that can safely hold up to 10 lead aprons. 
Made of solid steel construction and featuring a generous, sturdy base which is counter weighted for the utmost 
in stability, it is virtually untippable. Designed to organize departments with an uncluttered look that can be 
permanently installed, this Phillips Safety apron hanger has pivoting arms that fold flat against the wall. Its mobile 
pedestal system allows it to easily move between radiation departments, labs, operation rooms, and more. The 
overall dimensions for this Mobile Multiple Apron Hanger are 24″ D x 20″ W x 49.5″ H, and the arms extend to a 
maximum of 22.5″ in depth. Plus, it weighs approximately 60 lbs.
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PRODUCT INFORMATION
MOBILE RADIATION APRON VALET RACK - AVAILABLE 36” & 48” WIDE

SPECIFICATION 

SIZE: 36” W x 58” H x 24” D | 48” W x 58” H x 24” D

WEIGHT: 60 lb 

LEAD APRON CAPACITY: 10

MATERIAL: Aluminum

COLOR: White

FEATURES: Mobile, Stable, Pedestal System 

Arms Extend a maximum of 22.5” in depth

The Mobile Radiation Apron Valet Rack is a lead apron rack equipped with five end-flared closed hangers. This 
Phillips Safety rack is constructed of solid steel and finished with a white powder coating. Equipped with heavy 
duty locking casters, it is extremely mobile, allowing aprons, thyroid shields, etc. to be transported easily 
between workstations. The Mobile Radiation Apron Valet Rack can hold up to 300 lbs is available in two overall 
sizes: one with 36″ W x 58″ H x 24″ D and another with 48″ W x 58″ H x 24″ D. Additional open and closed hangers 
are available for sale separately. Closed hangers are easy to install: simply remove one of the bolts on either end 
of the bar, slide bar out, add hangers, and reassemble. This radiation apron rack has a 1-year warranty against 
manufacturing defects.
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PRODUCT INFORMATION
CIRCLE L&R X-RAY MARKERS

SPECIFICATION 

SIZE: 1.625” Diameter | 0.5” letter height

WEIGHT: 8 oz

SHAPE: Circle

MATERIAL: Epoxy

COLOR: R - Red | L - Blue

FEATURES: High-quality, Easy use

The Circle L&R X-Ray Markers are high-quality radiographic film identification markers to mark X-Ray films. With 
a circular shape, they feature color coded L&R lead letters to indicate left and right, with L being blue and R red. 
The letters are completely embedded in crystal clear epoxy. Note that the diameter of the circle is 1.625″ and the 
letter height is 0.5″.
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PRODUCT INFORMATION
HEART SHAPED L&R X-RAY MARKERS

SPECIFICATION 

SIZE: 1.625”| 0.5” letter height

WEIGHT: 8 oz

SHAPE: Heart

MATERIAL: Epoxy

COLOR: R - Red | L - Blue

FEATURES: High-quality, Easy use

The Heart-Shaped L&R X-Ray Markers are high-quality radiographic film identification markers to mark X-Ray 
films. With a heart shape, they feature color coded L&R lead letters to indicate left and right, with L being blue 
and R red. The letters are completely embedded in crystal clear epoxy.
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PRODUCT INFORMATION
L&R X-RAY MARKERS WITH ARROW

SPECIFICATION 

SIZE: 1.625”| 0.5” letter height

WEIGHT: 0.49 oz

SHAPE: Rectangle

MATERIAL: Epoxy

COLOR: R - Red | L - Blue

FEATURES: High-quality, Easy use

The L&R X-Ray Markers with Arrow are high-quality radiographic film identification markers to mark X-Ray films. 
With a rectangular horizontal shape, they feature color coded lead letters to indicate left and right, with L being 
blue and R red. In addition, they have lead arrows on both sides. Both the letters and the arrows are completely 
embedded in crystal clear epoxy.
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PRODUCT INFORMATION
STANDING MOBILE SHIELD

SPECIFICATION 

SIZE: 48” H x 21.5” W x 16” D

WEIGHT: 122 lb

Protection Level: 2.0mm Pb LE

MATERIAL: 2.0mm thick lead sheets | Steel

FEATURES: H-Base for easy access, Mobile, Locking caster,

Grip handle on back of shield for easy mobility

The Standing Mobile Shield is a radiation protective barrier with 2.0mm PbEq sheets between steel plates for 
optimum protection. With a compact design and opaque steel sides, this lead shield features an H-base which 
allows for easy access to procedure floor control pedals. Made of an easy-to-clean material, it also has a grip 
handle on the back of the shield for easy mobility. In addition, the Phillips Safety Standing Mobile Shield features 
a locking caster system. This standing mobile shield’s overall measurements are 48" H x 21.5" W x 16" D, 
weighing 122 lbs.
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PRODUCT INFORMATION
PVC HEAVY DUTY MOBILE SHIELD

SPECIFICATION 

SIZE: 36”-58” H x 29” W x 19.5” D

WEIGHT: 46 oz

Protection Level: 0.5 mm Pb LE shield,

95.83% at 100 kV

MATERIAL: PVC

FEATURES: Adjustable shield height, 4-Caster base,

Open base design 

The PVC Heavy Duty Mobile Shield is a durable lead shield with 0.5mm PbEq that offers an open base design to 
prevent tripping and promote safety. Made of one-inch thick high-quality PVC, this adjustable barrier is mobile 
and features swivel casters. The height of the barrier can be adjusted with tightening knobs: the top of the shield 
is 58” high at the maximum and 36” when lowered. In addition, this Phillips Safety lead shield measures 24” x 24” 
and features a heavy duty 4-caster base. The shield is attached to the top rod with five snap-buttons, and the rod 
is then slid into place on the base. This product contains no ferrous metals.
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PRODUCT INFORMATION
DELUXE MOBILE LEAD SHIELD WITH T-BASE

SPECIFICATION 

SIZE SHIELD: 24” H x 30” W

WEIGHT: 29 oz

Protection Level: 0.5 mm Pb LE | 1.0mm Pb LE

MATERIAL: Steel T-Base

FEATURES: Adjustable shield height 8” to 60”

The Deluxe Mobile Lead Shield with T-Base is an accommodating radiation shielding for both children and adults. 
Made of durable Nylon fabric, it is available with 0.5mm PbEq protection and 1.0mm PbEq protection. This 
Phillips Safety lead shield is excellent for patient and staff protection during imaging procedures, due to its 
Posi-Lock height adjustable arm with spring-loaded pin that adjusts from 8” to 60”. Plus, due to its all steel 
T-Base, it provides excellent stability and confidence in no-tipping due to its and allows for easy positioning 
around equipment and wall stands. The Deluxe Mobile Lead Shield measures 24″ W x 30” H.
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PRODUCT INFORMATION
UNIVERSAL RADIATION PROTECTIVE SIDE SHIELDS

SPECIFICATION 

SIZE: 2” H x 3.75” W

WEIGHT: 50g - pair

Protection Level: 0.25 mm Pb LE

MATERIAL: Leaded vynil

FEATURES: Easily added to any eyewear, optimum hygiene

The Universal Radiation Protective Side Shields by Phillips Safety are an innovative lateral eye radiation 
protection. They are made with our nylon covered leaded vinyl and provide optimum hygiene properties. These 
leaded side shields can be easily added to any eyewear and replaced when necessary. They have a Lead 
Equivalency of 0.25mm Pb. In addition, the Universal Radiation Protective Side Shields are available in 3 colors: 
black, purple, and blue.
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PRODUCT INFORMATION
MAX MOBILE LEAD SHIELD WITH H-BASE |  LB-MB-3636, LB-MB-4848

SPECIFICATION 

SHIELD SIZE: 36”x36” | 48”x48”
BASE OVERALL DIMENSIONS: 24" W x 24" D H
BASE INSIDE DIMENSIONS: 20" W x 16" D
PROTECTION: 0.5mm Pb LE

MATERIAL: Leaded vynil
FEATURES: Open base design, adjustable height up to 60”,
all steel H-base for maximum stability, hardened chrome
steel post,pPosi-Lock height adjustable arm with spring-loaded pin, 
heavy duty, 4-castor base.

The Max Mobile Lead Shield with H-Base is a durable lead shield with 0.5mm PbEq. With all steel H-base for 
maximum stability, this Phillips Safety features hardened chrome steel post and a Posi-Lock height adjustable 
arm with spring-loaded pin. With an open base design, it has base overall dimensions of 24″ W x 24″ D, and base 
inside dimensions of 20” W x 16” D. In addition, this lead shield is available in two different sizes - 36” x 36” and 
48” x 48” - and features a heavy duty 4-caster base.
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PRODUCT INFORMATION
MOBILE LEADED BARRIER WITH 12”x10” WINDOW
LB-1012-2472, LB-1012-2484, LB-1012-3072, LB-1012-3084, LB-1012-3672, LB-1012-3684, LB-1012-4572, LB-1012-4584

SPECIFICATION 

SHIELD SIZE: 24”x24”
SHIELD HEIGHT: 36” to 58”
PROTECTION: 0.5mm Pb LE

MATERIAL: Leaded vynil, PVC
FEATURES: Open base design, adjustable shield height up to 58”,
heavy duty, 4-castor base.

The PVC Heavy Duty Mobile Shield is a durable lead shield with 0.5mm PbEq that offers an open base design to 
prevent tripping and promote safety. Made of one-inch thick high-quality PVC, this adjustable barrier is mobile 
and features swivel casters. The height of the barrier can be adjusted with tightening knobs: the top of the shield 
is 58” high at the maximum and 36” when lowered. In addition, this Phillips Safety lead shield measures 24” x 24” 
and features a heavy duty 4-caster base. The shield is attached to the top rod with five snap-buttons, and the rod 
is then slid into place on the base. This product contains no ferrous metals.
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PRODUCT INFORMATION
MOBILE LEADED BARRIER WITH 12”x10” WINDOW
LB-1012-2472, LB-1012-2484, LB-1012-3072, LB-1012-3084, LB-1012-3672, LB-1012-3684, LB-1012-4572, LB-1012-4584

SPECIFICATION 

WINDOW SIZE: 12”x10’’
PROTECTION: 2.0mm Pb LE
BARRIER AVAILABLE SIZES: 24”x72”, 24”x84”,
30”x72”, 30”x84”, 36”x72”, 36”x84”,
45”x72”, and 45”x84” 

MATERIAL: Lead glass, opaque panel solid lead.
FEATURES: Open base design, portable, multiple sizes availble,
heavy duty, 4-castor base.

The Mobile Leaded Barrier with 12" x 10" Window is a portable, full-body radiation barrier designed to protect 
against secondary radiation. It features 2.0mm lead equivalent opaque panels of solid, leaded x-ray protection. 
Its 12" W x 10" H lead equivalency window is a viewing panel with 2.0mm lead equivalent Lead glass. Available 
in eight different sizes (24” x 72”, 24” x 84”, 30” x 72”, 30” x 84”, 36” x 72”, 36” x 84”, 45” x 72”, and 45” x 84”), 
this Phillips Safety leaded barrier travels easily on its four-caster locking base steel legs. The window centers are 
60” from the bottom of the panel and it is recommended that two people move the barrier together at all times. 
Please note that 84” high barriers may not fit through all doorways, therefore make sure you have selected the 
correct size.
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PRODUCT INFORMATION
MOBILE LEADED BARRIER WITH 24”x20” WINDOW
LB-2024-N, LB-2024-N-ACR

SPECIFICATION 

WINDOW SIZE: 24”x20’’
PROTECTION: 2.0mm Pb LE opaque panels
WINDOW PROTECTION: 
leaded glass 2.0mm Pb LE or acrylic 0.5mm Pb LE

BARRIER AVAILABLE SIZES: 27.5”W x 75”H

MATERIAL: Lead glass or acrylic, opaque panel solid lead.
FEATURES: Portable, leaded x-ray protection with contured sides, 
heavy duty, 4-castor base.

The Mobile Leaded Barrier with 24" x 20" Window is a portable, full-body radiation barrier designed to protect 
against secondary radiation. It features 2.0mm lead equivalent opaque panels of solid, leaded x-ray protection 
with contoured sides. Its 24" W x 20" H lead equivalency window is a viewing panel which can be chosen in two 
different materials: a 2.0mm lead equivalent high-quality Schott leaded glass or a 0.5mm lead equivalent leaded 
acrylic. With an overall size of 27.5" W x 75" H, this Phillips Safety leaded barrier travels easily on its four-caster 
locking base steel legs. It is recommended that two people move the barrier together at all times.
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PRODUCT INFORMATION
MOBILE LEADED BARRIER WITH 24”x30” WINDOW
LB-2430, LB-2430-ACR

SPECIFICATION 

WINDOW SIZE: 24”x 30’’
PROTECTION: 2.0mm Pb LE opaque panels
WINDOW PROTECTION: 
leaded glass 2.0mm Pb LE or acrylic 0.5mm Pb LE

BARRIER AVAILABLE SIZES: 33.5”W x 75”H

MATERIAL: Lead glass or acrylic, opaque panel solid lead.
FEATURES: Portable, leaded x-ray protection with contoured sides, 
heavy duty, 4-castor base.

The Mobile Leaded Barrier with 30″ x 24″ Window is a portable, full-body radiation barrier designed to protect 
against secondary radiation. It features 2.0mm lead equivalent opaque panels of solid, leaded x-ray protection 
with contoured sides. Its 30″ W x 24″ H lead equivalency window is a viewing panel which can be chosen in two 
different materials: a 2.0mm lead equivalent high-quality Schott leaded glass or a 0.5mm lead equivalent leaded 
acrylic. With an overall size of 33.5" w x 75" H, this Phillips Safety leaded barrier travels easily on its four-caster 
locking base steel legs. Please note that the shipping weight is approximately 110 lbs. It is recommended that 
two people move the barrier together at all times.
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PRODUCT INFORMATION
TILTED MOBILE LEADED BARRIER WITH 24”x30” WINDOW
LB-2430-B, LB-2430-B-ACR

SPECIFICATION 

WINDOW SIZE: 30”x 24’’
PROTECTION: 2.0mm Pb LE opaque panels
WINDOW PROTECTION: 
leaded glass 2.0mm Pb LE or acrylic 0.5mm Pb LE

BARRIER AVAILABLE SIZES: 34”W x 75”H x 25”L

MATERIAL: Lead glass or acrylic, opaque panel solid lead.
FEATURES: Portable, leaded x-ray protection with contoured sides, 
heavy duty, 4-castor base.

The Tilted Mobile Leaded Barrier with 30″ x 24″ Window is a portable, full-body radiation barrier designed to 
protect against secondary radiation. It features 2.0mm lead equivalent opaque panels of solid, leaded x-ray 
protection with contoured sides. Its 30″ W x 24″ H lead equivalency window is a viewing panel which can be 
chosen in two different materials: a 2.0mm lead equivalent high-quality Schott leaded glass or a 0.5mm lead 
equivalent leaded acrylic. With an overall size of 34” W x 70” H x 25” L, this Phillips Safety leaded barrier travels 
easily on its four-caster locking base steel legs. It is recommended that two people move the barrier together at 
all times.
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PRODUCT INFORMATION
MRI-SAFE MOBILE LEADED ALUMINUM BARRIER WITH 24”x30” WINDOW
LB-2430-MRI, LB-2430-MRI-ACR

SPECIFICATION 

WINDOW SIZE: 30”x 24’’
PROTECTION: 2.0mm Pb LE opaque panels
WINDOW PROTECTION: 
leaded glass 2.0mm Pb LE or acrylic 0.5mm Pb LE

BARRIER AVAILABLE SIZES: 33.5”W x 75”H

MATERIAL: Lead glass or acrylic, aluminum, opaque panel solid lead.
FEATURES: Safe to be used in magnetic resonance, portable,
leaded x-ray protection with contoured sides,  heavy duty,
4-castor base.

The MRI-Safe Mobile Leaded Aluminum Barrier with 30″ x 24″ Window is a portable, full-body radiation barrier 
designed to protect against secondary radiation. It features 2.0mm lead equivalent opaque panels of solid, 
leaded x-ray protection with contoured sides and is safe to be used in Magnetic Resonance Imaging procedures. 
Its 30″ W x 24″ H lead equivalency window is a viewing panel which can be chosen in two different materials: a 
2.0mm lead equivalent high-quality Schott leaded glass or a 0.5mm lead equivalent leaded acrylic. With an 
overall size of 33.5" W x 75" H, this Phillips Safety leaded barrier travels easily on its four-caster locking base 
steel legs. It is recommended that two people move the barrier together at all times.
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PRODUCT INFORMATION
MOBILE LEADED BARRIER (SHORTY) WITH 36”x 24” WINDOW
LB-2436-S, LB-2436-S-ACR

SPECIFICATION 

WINDOW SIZE: 36”x 24’’
PROTECTION: 2.0mm Pb LE opaque panels
WINDOW PROTECTION: 
leaded glass 2.0mm Pb LE or acrylic 0.5mm Pb LE

BARRIER AVAILABLE SIZES: 39”W x 64”H

MATERIAL: Lead glass or acrylic, opaque panel solid lead.
FEATURES: Portable, leaded x-ray protection with contoured sides,
heavy duty, 4-castor base.

The Mobile Leaded Barrier (Shorty) with 36″ x 24″ Window is a portable, full-body radiation barrier designed to 
protect against secondary radiation. It features 2.0mm lead equivalent opaque panels of solid, leaded x-ray 
protection with contoured sides. Its 36″ W x 24″ H lead equivalency window is a viewing panel which can be 
chosen in two different materials: a 2.0mm lead equivalent high-quality Schott leaded glass or a 0.5mm lead 
equivalent leaded acrylic. With an overall size of 39″ W x 64″ H, this Phillips Safety leaded barrier travels easily 
on its four-caster locking base steel legs. Please note that the shipping weight is approximately 200 lbs. It is 
recommended that two people move the barrier together at all times.
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PRODUCT INFORMATION
MOBILE LEADED BARRIER WITH 36”x 30” WINDOW
LB-3036, LB-3036-ACR

SPECIFICATION 

WINDOW SIZE: 36”x 30’’
PROTECTION: 2.0mm Pb LE opaque panels
WINDOW PROTECTION: 
leaded glass 2.0mm Pb LE or acrylic 0.5mm Pb LE

BARRIER AVAILABLE SIZES: 33.5”W x 75”H

MATERIAL: Lead glass or acrylic, opaque panel solid lead.
FEATURES: Portable, leaded x-ray protection with contoured sides,
heavy duty, full-body, 4-castor base.

The Mobile Leaded Barrier with 36" x 30" Window is a portable, full-body radiation barrier designed to protect 
against secondary radiation. It features 2.0mm lead equivalent opaque panels of solid, leaded x-ray protection 
with contoured sides. Its 36″ W x30″ H lead equivalency window is a viewing panel which can be chosen in two 
different materials: a 2.0mm lead equivalent high-quality Schott leaded glass or a 0.5mm lead equivalent leaded 
acrylic. With an overall size of 33.5" W x 75" H, this Phillips Safety leaded barrier travels easily on its four-caster 
locking base steel legs. Please note that the shipping weight is approximately 225 lbs. It is recommended that 
two people move the barrier together at all times.
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PRODUCT INFORMATION
MRI SAFE MOBILE LEADED BARRIER WITH 30”x 48” WINDOW
LB-3048-MRI, LB-3048-MRI-ACR

SPECIFICATION 

WINDOW SIZE: 30”x 48’’
PROTECTION: 2.0mm Pb LE opaque panels
WINDOW PROTECTION: 
leaded glass 2.0mm Pb LE or acrylic 0.5mm Pb LE

BARRIER AVAILABLE SIZES: 33.5”W x 75”H

MATERIAL: Lead glass or acrylic, opaque panel solid lead.
FEATURES: Portable, leaded x-ray protection with contoured sides,
heavy duty, full-body, 4-castor base.

The Mobile Leaded Barrier with 30" x 48" Window is a portable, full-body radiation barrier designed to protect 
against secondary radiation. It features 2.0mm lead equivalent opaque panels of solid, leaded x-ray protection 
with contoured sides. Its large 30” W x 48” H lead equivalency window is a viewing panel which can be chosen 
in two different materials: a 2.0mm lead equivalent high-quality Schott leaded glass or a 0.5mm lead equivalent 
leaded acrylic. With an overall size of 33.5” W x 75” H, this Phillips Safety leaded barrier travels easily on its 
four-caster locking base steel legs. Please note that the shipping weight is approximately 225 lb. It is 
recommended that two people move the barrier together at all times.
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PRODUCT INFORMATION
MRI SAFE MOBILE LEADED BARRIER WITH 30”x 48” WINDOW
LB-3048-MRI, LB-3048-MRI-ACR

SPECIFICATION 

WINDOW SIZE: 30”x 48’’
PROTECTION: 2.0mm Pb LE opaque panels
WINDOW PROTECTION: 
leaded glass 2.0mm Pb LE or acrylic 0.5mm Pb LE

BARRIER AVAILABLE SIZES: 33.5”W x 75”H

MATERIAL: Lead glass or acrylic, opaque panel solid lead.
FEATURES: Safe to be used in magnetic resonance, portable,
leaded x-ray protection with contoured sides, heavy duty, 
4-castor base.

The MRI-Safe Mobile Leaded Aluminum Barrier with 30" x 48" Window is a portable, full-body radiation barrier 
designed to protect against secondary radiation. It features 2.0mm lead equivalent opaque panels of solid, 
leaded x-ray protection with contoured sides and is safe to be used in Magnetic Resonance Imaging procedures. 
Its large 30” W x 48” H lead equivalency window is a viewing panel which can be chosen in two different 
materials: a 2.0mm lead equivalent high-quality Schott leaded glass or a 0.5mm lead equivalent leaded acrylic. 
With an overall size of 33.5” W x 75” H, this Phillips Safety leaded barrier travels easily on its four-caster locking 
base steel legs. Please note that the shipping weight is approximately 225 lb. It is recommended that two people 
move the barrier together at all times.
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PRODUCT INFORMATION
ALUMINUM L&R X-RAY MARKERS - VERTICAL

The Aluminum L&R X-Ray Markers - Vertical are high-quality radiographic film identification markers to mark 
X-Ray films. With durable aluminum casing, they add density and improve the image. The L&R letters to indicate 
left and right are color coded, with L being blue and R red, and are completely embedded in crystal clear epoxy.

SPECIFICATION 

SIZE: 1.625”| 0.5” letter height

WEIGHT: 8 oz

SHAPE: Rectangle

MATERIAL: Epoxy

COLOR: R - Red | L - Blue

FEATURES: High-quality, Easy use
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PRODUCT INFORMATION
ALUMINUM L&R X-RAY MARKERS WITH INITIALS - VERTICAL

The Aluminum L&R X-Ray Markers with Initials - Vertical are high-quality radiographic film identification markers 
to mark X-Ray films. With durable aluminum casing, they add density and improve the image. The L&R letters to 
indicate left and right are color coded, with L being blue and R red, and are completely embedded in crystal clear 
epoxy. It is available with up to 3 characters specified as initials to be engraved on each side. Note that the 
dimensions for these X-Ray Markers are 1 ½″ (h) x 3/4″ (w) x  7/64″ thick.

SPECIFICATION 

SIZE: 1.5” H x 0.75’’ W | 0.5” letter height

WEIGHT: 8 oz

SHAPE: Rectangle

MATERIAL: Epoxy

COLOR: R - Red | L - Blue

FEATURES: High-quality, Easy use
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PRODUCT INFORMATION
SQUARE L&R X-RAY MARKERS

The Square L&R X-Ray Markers are high-quality radiographic film identification markers to mark X-Ray films. 
With a square shape, they feature color coded L&R letters to indicate left and right are color coded, with L being 
blue and R red. The letters are completely embedded in crystal clear epoxy.

SPECIFICATION 

SIZE: 4” H x 3’’ W | 0.5” letter height

WEIGHT: 0.49 oz

SHAPE: Square

MATERIAL: Epoxy

COLOR: R - Red | L - Blue

FEATURES: High-quality, Easy use
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PRODUCT INFORMATION
RECTANGULAR L&R X-RAY MARKERS

SPECIFICATION 

SIZE: 1.625”| 0.5” letter height

WEIGHT: 0.49 oz

SHAPE: Rectangle

MATERIAL: Epoxy

COLOR: R - Red | L - Blue

FEATURES: High-quality, Easy use

The Rectangular L&R X-Ray Markers are high-quality radiographic film identification markers to mark X-Ray 
films. With a rectangular horizontal shape, they feature color coded lead words indicating left and right, where 
blue is left and red is right. The left and right words are completely embedded in crystal clear epoxy.
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PRODUCT INFORMATION
APPLE-SHAPED L&R X-RAY MARKERS

SPECIFICATION 

SIZE: 1.625”| 0.5” letter height

WEIGHT: 0.49 oz

SHAPE: Apple

MATERIAL: Epoxy

COLOR: R - Red | L - Blue

FEATURES: High-quality, Easy use

The Apple-Shaped L&R X-Ray Markers are high-quality radiographic film identification markers to mark X-Ray 
films. With an apple shape, they feature color coded L&R lead letters to indicate left and right, with L being blue 
and R red. The letters are completely embedded in crystal clear epoxy.
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PRODUCT INFORMATION
RECTANGULAR X-RAY MARKERS WITH ARROW

SPECIFICATION 

SIZE: 1.625”| 0.5” letter height

WEIGHT: 0.49 oz

SHAPE: Rectangle

MATERIAL: Epoxy

COLOR: R - Red | L - Blue

FEATURES: High-quality, Easy use

The Rectangular X-Ray Markers with Arrow are high-quality radiographic film identification markers to mark 
X-Ray films. With a rectangular shape, they feature lead arrows and are color coded, one marker being blue and 
the other red. The arrows are completely embedded in crystal clear epoxy.
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PRODUCT INFORMATION
SQUARE X-RAY MARKERS WITH ARROW

The Square X-Ray Markers with Arrow are high-quality radiographic film identification markers to mark X-Ray 
films. With a square shape, they feature lead arrows and are color coded, one marker being blue and the other 
red. The arrows are completely embedded in crystal clear epoxy.

SPECIFICATION 

SIZE: 4” H x 3’’ W | 0.5” letter height

WEIGHT: 0.49 oz

SHAPE: Square

MATERIAL: Epoxy

COLOR: R - Red | L - Blue

FEATURES: High-quality, Easy use
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PRODUCT INFORMATION
REVERSIBLE L&R X-RAY MARKER CLIP

The Reversible L&R X-Ray Marker Clip is a high-quality radiographic film identification clip to mark X-Ray films. 
With a rectangular shape, it is made of stainless steel and slips on over the cassette frame. During patient 
exposure, expose “L” side to indicate left or flip over for “R” to indicate the right side.

SPECIFICATION 

SIZE: 4” H x 3’’ W | 0.5” letter height

WEIGHT: 0.49 oz

SHAPE: Rectangle

MATERIAL: Stainless Steel

COLOR: Silver

FEATURES: High-quality, Easy use
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PRODUCT INFORMATION
T-SHIRT-SHAPED L&R LEADED X-RAY MARKERS

The T-Shirt-Shaped L&R Leaded X-Ray Markers are high-quality radiographic film identification markers to mark 
X-Ray films. With a T-shirt shape, they feature color coded L&R lead letters to indicate left and right, with L being 
blue and R red. The letters are completely embedded in crystal clear epoxy.

SPECIFICATION 

SIZE: 4” H x 3’’ W | 0.5” letter height

WEIGHT: 0.49 oz

SHAPE: T-Shirt

MATERIAL: Epoxy

COLOR: R - Red | L - Blue

FEATURES: High-quality, Easy use
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PRODUCT INFORMATION
WALL MOUNTED APRON RACK WITH 5 SWING RODS

SPECIFICATION 

SIZE:  6.75" x 17.5" x 6.25" (base)

            Arms are 24" long 

WEIGHT: 13 lb 

LEAD APRON CAPACITY: 5

MATERIAL: Steel

COLOR: White

FEATURES: Wall mounted, eletro-magnetic powder coating.

The Wall Mounted Apron Rack with 5 Swing Rods is a lead apron rack designed to be mounted on a wall. This 
Phillips Safety rack is constructed of strong, durable steel and has an electro-magnetic powder coating. Plus, it 
features 5 swinging rods to hold your aprons.
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PRODUCT INFORMATION
WALL MOUNTED LEAD APRON PEG RACK |  RAR-P1,  RAR-P2,  RAR-P4, RAR-P7,  RAR-P9

SPECIFICATION 

SIZE: 6”-50” x 3” x 4.5” 

WEIGHT: 2.2 lb - 18 lb 

LEAD APRON CAPACITY: 1 - 9 

MATERIAL: Steel

COLOR: White

FEATURES: Wall mounted, eletro-magnetic powder coating.

The Wall Mounted Lead Apron Peg Rack is a strong lead apron rack made of heavy gauge steel with an 
electro-magnetic powder coating. When securely mounted to a wall, this Phillips Safety rack can hold anywhere 
from 1 to 9 aprons, depending on your needs. It is available in five different sizes, for 1, 2, 4, 7, or 9 lead aprons.
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PRODUCT INFORMATION
WALL MOUNTED STEEL APRON RACK, TOWER BAR STYLE, WITH GLOVE HOLDER | RAR-ARG-110, RAR-ARG-115

SPECIFICATION 

SIZE: 25.5” LONG x 1.75” Diameter 

WEIGHT: 18 lb 

LEAD GLOVES CAPACITY: 1 - 4

MATERIAL: Steel

COLOR: White

FEATURES: Wall mounted, eletro-magnetic powder coating.

The Wall Mounted Steel Apron Rack, Towel Bar Style, with Glove Holders was designed to be mounted on a wall 
and hold one apron (but will accommodate more). It is available with two options: on that holds 2 gloves (one 
pair), and another that holds 4 gloves (two pairs). This Phillips Safety rack has an all steel, heavy duty 
construction. Its glove holders have a height of 18”, are mounted onto the back panel and located side by side. 
The overall dimensions are 28.50″ long with a 1.75″-diameter bar to prevent creasing that can damage aprons.
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PRODUCT INFORMATION
WALL MOUNTED STEEL MULTI APRON AND GLOVE RACK, WITH TWO BARS AND FOUR GLOVE HOLDERS

SPECIFICATION 

SIZE: 19” W x 20” H

WEIGHT: 192 oz

LEAD APRON CAPACITY: 2

LEAD GLOVES CAPACITY: 4

MATERIAL: Steel

COLOR: White

FEATURES: Wall mounted

The Wall Mounted Steel Multi Apron and Glove Rack, with Two Bars and Four Glove Holders, is an ideal wall 
mount rack for storing multiple pairs of gloves and aprons. This Phillips Safety apron rack is latex free, has a 
sturdy steel construction and a neutral off-white color. Plus, it also has a convenient bar to hold thyroid collars. 
The overall dimensions are 19″ W x 20″ H, weighing 192 oz.
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PRODUCT INFORMATION
WALL MOUNTED CHROME LEAD APRON AND GLOVE HOLDER RAR-820C

SPECIFICATION 

SIZE: 27.75” W x 17” H

WEIGHT: 192 oz

LEAD GLOVES CAPACITY: 2

MATERIAL: Steel

COLOR: White

FEATURES: Wall mounted

The Wall Mounted Chrome Lead Apron and Glove Holder was designed to be mounted on a wall and hold one 
lead apron and one pair of gloves. This Phillips Safety holder has a high-quality chrome construction. The overall 
dimensions are 27.75″ W x 17″ H.
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PRODUCT INFORMATION
WALL MOUNTED CHROME LEAD APRON AND GLOVE HOLDER RAR-820C
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PRODUCT INFORMATION
SHIELDED GENERATOR CONTAINMENT CABINETS

SPECIFICATION 

SIZE: 48” W x 26” D x 19.5” H

SHIELDING: 0.5 in

DOORS: Sliding

MATERIAL: Stainless Steel

COLOR: Silver

FEATURES: Storage shelfs.

Available: with or without doors; with or without casters

The Shielded Generator Containment Cabinets are ideal to safely shield generators in a nuclear pharmacy. It is 
constructed of 0.125” steel and the generator containment area is lined with 0.5” lead on all sides and the top and 
bottom. The cabinet has two sliding doors on top and is available with or without four heavy duty casters. In 
addition, the interior of the cabinet is painted and the exterior is covered with stainless steel. As with all of our 
products, Phillips Safety can design and manufacture a custom shielded generator containment cabinet to meet 
your exact specifications.
For more options, check out our Nuclear Medicine Shielding and Storage collection.

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

PRODUCT INFORMATION
SHIELDED WASTE CONTAINERS

SPECIFICATION 

SIZE: 

SHIELDING: 0.25 in

MATERIAL: Stainless Steel

COLOR: Silver

FEATURES: Quick ans safe disposal of small low energy

radioactive waste

The Shielded Waste Containers are specially designed for the safe disposal of medical waste. They are available with two standard designs: 

models 7-121224-.25 and RDW-CAN. Model 7-121224-.25 has 0.25” lead shielding and is ideal for the rapid and safe disposal of gloves and 

other small items. The unique lid with a hinged-door is designed to shield the employee from the contents of the container even when the lid 

is open. Plus, its two lifting handles make it easy to remove the top to empty the decayed contents. Model RDW-CAN has a rugged steel 

construction. It is shielded with 1/8″ of lead, making it ideal for low energy radioactive waste. Its leverage foot petal with hinged lid makes it 

ideal for “hands free” operation. In addition, it is available in a durable white glossy finish or stainless steel exterior. Both these designs can 

come with any thickness of lead shielding and size. Moreover, as with all of our products, Phillips Safety can design and manufacture custom 

shielded waste containers to meet your exact specifications.
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PRODUCT INFORMATION
SHIELDED SHARPS CONTAINERS

SPECIFICATION 

SIZE: 10.5” x 6.5” x 13” | 105 lb | SHIELDING: 0.5 in

SIZE: 10.5” x 6.5” x 13” | 195 lb | SHIELDING: 1.0 in

SIZE: 7” x 11.38” x 11.25” | 160 lb | SHIELDING: 0.5 in

SIZE: 7” x 11.38” x 11.25” | 320 lb | SHIELDING: 1.0 in

MATERIAL: Stainless Steel

COLOR: Silver

FEATURES: Key-lockable, hinged top, convenient lifting 
handles, accommodates any size sharps container,
custom designs available.

The Shielded Sharps Container provides a simple, safe and convenient solution for the disposal of used syringes 
that may be contaminated with high-energy radionuclides. It features convenient lifting handles and has a 
key-lockable, hinged top. With 0.5 and 1.0 inch lead shielding, it accommodates any size sharps container. As 
with all of our products, Phillips Safety can design and manufacture a custom shielded sharps container to meet 
your exact specifications.
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PRODUCT INFORMATION
DOSE CALIBRATOR SHIELDS

SPECIFICATION 

Available in any tickness of lead. MATERIAL: Stainless Steel

COLOR: Silver

FEATURES: Customizable.

The Dose Calibrator Shields are available with any thickness of lead. As with all of our products, Phillips Safety 
can design and manufacture dose calibrator shields to meet your exact specifications.
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PRODUCT INFORMATION
RECTANGULAR LEAD CONTAINERS

SPECIFICATION 

Available in any tickness of lead.

Available in any size.

MATERIAL: Stainless Steel

COLOR: Silver

FEATURES: Customizable, lockable, two heavy-duty handles.

The Rectangular Lead Containers are ideal for the storage and shipment of radioactive materials. It features two 
heavy-duty handles and is lockable, as its hinged lid may be locked with a padlock. As with all of our products, 
Phillips Safety can design and manufacture custom rectangular lead containers to meet your exact specifications. 
You can choose any size and any thickness of lead shielding for your rectangular lead container.
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PRODUCT INFORMATION
RADIATION L-BLOCK SHIELDS

The L-Block Shield Lead Caves are ideal for shielding your work area. Phillips Safety offers two standard models: 
6-2.5-202016 and 6-2-202016. The model 6-2.5-202016 is constructed of solid lead that is encased in stainless 
steel. It is shipped in three pieces and easily bolted together by the customer. The front piece weighs 150 lbs. 
and each of the two side pieces weigh 112 lbs. On the other hand, model 6-2-202016 is constructed of 
interlocking lead bricks that are encased in stainless steel. As with all of our products, Phillips Safety can design 
and manufacture a custom L-Block shield cave to meet your exact specifications with any thickness of lead.

SPECIFICATION 

SIZE: 18” W x 24’’ D x 16’’ H | 262 lb | SHIELDING: 2 in

SIZE: 18” W x 24’’ D x 16’’ H | 262 lb | SHIELDING: 2.5 in

MATERIAL: Stainless Steel

COLOR: Silver

FEATURES: Any thickness of lead, solid lead encased in steel or interlocking

lead bricks encased in steel, custom designes available.
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PRODUCT INFORMATION
RADIATION L-BLOCK SHIELDS

The Radiation L-Block Shields are ideal for providing protection while working with low and high energy gamma 
emitting radionuclides. They are modular, not requiring any special lifting equipment. Our L-Block shields are 
available with front shielding from 0.5 to 2.5 inches thick and a selection of lead-glass window sizes. All 
lead-glass windows have a density of 5.2 g/cm3 and all L-Block shields are encased in stainless steel. Plus, the 
model 5-2-2-161616-8-DC features a cut-out for the dose calibrator shield. As with all of our products, Phillips 
Safety can design and manufacture a custom L-Block shield to meet your exact specifications with any thickness 
of lead, as well as any size or thickness of lead glass window.

SPECIFICATION 

Multiple sizes available 

Lead Shielding Front: 0.5 in - 2.5 in 

Lead Shielding Base: 0 in - 2.5 in

MATERIAL: Stainless Steel

COLOR: Silver

FEATURES: Any size or thickness of lead glass window, modular, 

no special lifting equipment required, custom designs available.
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PRODUCT INFORMATION
PATIENT RUBBER RESTRAIN WITH BUCKLE (BM-96-1, BM-108-1, BM-120-1, BM-132-1)

SPECIFICATION 

SIZE: 27.75” W x 17” H

WEIGHT: 192 oz

LEAD GLOVES CAPACITY: 2

MATERIAL: Steel

COLOR: White

FEATURES: Wall mounted

The Rubber Patient Restraint Strap with 1 Buckle is a rubber safety strap designed to securely restrain patients. 
This Phillips Safety strap is conductive, latex-free, and fully made of high-quality rubber. When in use, it is 
wrapped under the gurney or O.R. table, securing the patient with an airplane-style buckle to adjust the length of 
the strap. In addition, the Rubber Patient Restraint Strap with 1 Buckle is 2″ wide and comes in four different 
lengths: 96″, 108″, 120″, and 132″.
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PRODUCT INFORMATION
X-RAY IN USE LED RADIATION WARNING SIGN | SIGN-LED-XRAY

SPECIFICATION 

SIZE: 11.5” W x 7.6” H x 2.05” D MATERIAL: Steel

COLOR: White

FEATURES: Wall mounted, LED

The X-Ray In Use LED Radiation Warning Sign is a sign designed as a warning to radiation rooms. Made of 
high-quality metal, it is available in a red background with white writing. It features the warning message “X-Ray 
In Use”, in a red background with white writing. Plus, its bright LED lights provide effective warning during 
procedures, thereby improving safety for both patients and staff. This wall-mounted LED warning sign is energy 
efficient and economical. In addition, it features a 120 VAC hardwired design (not plug-in), ensuring consistent 
power and safety.
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PRODUCT INFORMATION
MAGNET ALWAYS ON LED RADIATION WARNING SIGN | SIGN-LED-MAG

SPECIFICATION 

SIZE: 11.5” W x 7.6” H x 2.05” D MATERIAL: Steel

COLOR: White

FEATURES: Wall mounted, LED

The Magnet Always On LED Warning Sign is a LED sign designed as a warning to radiation rooms. Made of 
high-quality metal, it is available in white with red writing. It features the warning message “Magnet Always On”, 
in a white background with red writing. Plus, its bright LED lights provide effective warning during procedures, 
thereby improving safety for both patients and staff. This wall-mounted LED warning sign is energy efficient and 
economical. In addition, it features a 120 VAC hardwired design (not plug-in), ensuring consistent power and 
safety.
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PRODUCT INFORMATION
LASER IN USE LED RADIATION WARNING SIGN | SIGN-LED-LASER

SPECIFICATION 

SIZE: 11.5” W x 7.6” H x 2.05” D MATERIAL: Steel

COLOR: White

FEATURES: Wall mounted, LED

The Laser In Use LED Laser Warning Sign is a high-quality LED warning sign for laser made of durable metal. It 
features the warning message “Laser In Use”, in a white background with red writing. Plus, its bright LED lights 
provide effective warning during procedures, thereby improving safety for both patients and staff. This 
wall-mounted LED warning sign is energy efficient and economical. In addition, it features a 120 VAC hardwired 
design (not plug-in), ensuring consistent power and safety.
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PRODUCT INFORMATION
LASER IN USE LED RADIATION WARNING SIGN | SIGN-LED-LASER

SPECIFICATION 

SIZE: 11.5” W x 7.6” H x 2.05” D MATERIAL: Steel

COLOR: White

FEATURES: Wall mounted, LED

The Laser In Use LED Laser Warning Sign is a high-quality LED warning sign for laser made of durable metal. It 
features the warning message “Laser In Use”, in a white background with red writing. Plus, its bright LED lights 
provide effective warning during procedures, thereby improving safety for both patients and staff. This 
wall-mounted LED warning sign is energy efficient and economical. In addition, it features a 120 VAC hardwired 
design (not plug-in), ensuring consistent power and safety.
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PRODUCT INFORMATION
P SHIELD GLASSES

SPECIFICATION 

MATERIAL: Plastic

COLOR: Black

FEATURES: Adjustable strap

and storage case

The P Shield Glasses is a goggle that provides patient eye protection for Laser and IPL treatments. These P 
Shield Blockout Glasses are made from soft and pliable TPU, which provides a comfortable fit. In addition, these 
Patient Blockout Glasses also come with an adjustable strap and a storage case. The Display Wavelength (nm) 
/ OD is 190-10600nm OD 7+. In addition, the P Shield has the following CE Rating:
190-315 D LB8 + IR LB4
>315 1400 D LB6 + IR LB7 + M LB7Y
>1400-11000 DI LB3
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PRODUCT INFORMATION
PATIENT BLOCKOUT GLASSES

SPECIFICATION 

MATERIAL: Stainless steel

COLOR: Bronze

FEATURES: Adjustable strap

and storage case

The Patient Blockout Glasses is a stainless steel goggle that provides patient eye protection for Laser and IPL 
treatments. The Patient One is an autoclavable Blockout Glasses with an adjustable strap. In addition, these 
Patient Blockout Glasses also come with a storage case.

OD 7+ 200nm-10600nm
VLT – 0%
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PRODUCT INFORMATION
LEAD TABLE SHIELD VELCRO STYLE | LB-LTSV-1218 | LB-LTSV-1224 | LB-LTSV-1230 | LB-LTSV-1236

SPECIFICATION 

SIZES AVAILABLE: 18" x 12", 24" x 12",

30" x 12", and 36" x 12"

PROTECTION LEVEL: 0.50mm Pb LE

MATERIAL: Lead

COLOR: Black or blue

FEATURES: Premium industrial hook & loop strips

The Lead Table Shield Velcro Style are easy-to-use leaded panels that help decrease exposure to dangerous 
scatter radiation in any virtual imaging environment. This Leaded Table Shield features a unique modular design 
that ensures a perfect fit no matter the imaging table’s size. Each leaded panel is 0.5mm Pb equivalent lead 
protection for the lower body. The Lead Table Shields features premium industrial hook & loop strips for quick 
installation and superior attachment to the imaging table. Available in Blue and Black colors and different sizes: 
18″ x 12″, 24″ x 12″, 30″ x 12″, and 36″ x 12″.
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PRODUCT INFORMATION
ADVANCE PATIENT BLOCKOUT GLASSES | LS-SS-ADJ-BO

SPECIFICATION 

MATERIAL: Plastic

COLOR: Black

FEATURES: Adjustable strap

and storage case

The Patient Blockout Glasses is a stainless steel goggle that provides patient eye protection for Laser and IPL 
treatments. The Advance Patient Blockout Glasses feature autoclavable glasses and one set of metal rings. In 
addition, these Patient Blockout Glasses also come with an adjustable strap and a storage case.

OD 7+ 200nm-10600nm
VLT – 0%
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Should you need any further information, 
please do not hesitate to contact us.

123 Lincoln Blvd, Middlesex, NJ 08845, USA 

+1 (866) 757 1307

service@phillips-safety.com

www.phillips-safety.com

PHILLIPS-SAFETY.COM

CONTACT

PHILLIPS SAFETY
PRODUCTS INC.

PRODUCT INFORMATION
LEAD TABLE SHIELD VELCRO STYLE | LB-LTSV-1218 | LB-LTSV-1224 | LB-LTSV-1230 | LB-LTSV-1236


